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1.  Originator 
 
Robert Cole 

2.  Log Date: 
      
6/29/04 

3.  CCR #: 
    
04-0335  

4. Rev: 
   

— 

5.  Tel: 
 
301.925.0799 

6. Rm #:  
 
3109F 

7. Org. 
 
COTS/HW 

8. CCR Title: Reconfigure Stornext Filesystem in PVC 
 

9. Originator Signature/Date 
  
Robert Cole     /s/     6/28/04         

10.   Class  
         

IN 

11.  Type:    

CCR  
  

12. Need Date: 6/30/04  
 

13.  CCR Sponsor Signature/Date 
 
Pamela Johnson     /s/     6/29/04 

14.  Category of Change:  
Update ECS/EMD Baseline Doc

15.  Priority: (If “Emergency” 
fill in Block 27).   
Emergency 

16. Documentation/Drawings Impacted (Review and submit 
checklist): 
N/A 

17. Schedule 
Impact: 
      

18.   CI(s) Affected:SAN 

19.  Release Affected by this Change:  
      

20. Date due to Customer: 
                  

21.  Estimated Cost:     
None - Under 100K  

22. Source Reference:       NCR (attach)      Action Item    Tech Ref.   GSFC    Other: 
      

23.   Problem:  (use additional Sheets if necessary) 
The PVC stornext configuration needs to be converted to the multi-filesystem format for Synergy testing. 
 
This is a temporary configuration using the SAN testbed RAID. The eventual permanent configuration will use the existing PVC RAID. 

24.  Proposed Solution:  (use additional sheets if necessary) 
See next sheet. 

25.  Alternate Solution:  (use additional sheets if necessary) 
none 

26.  Consequences if Change(s) are not approved:  (use additional sheets if necessary) 
Synergy V Multi-Filesystem tests cannot be performed. 

27.  Justification for Emergency (If Block 15 is “Emergency”): 
The reconfiguration needs to occur on 6/30/04. 

28.  Site(s) Affected: EDF    PVC    VATC   EDC        GSFC  LaRC    NSIDC    SMC   AK   JPL    
                                       EOC     IDG Test Cell     Other        
29. Board Comments: 30.  Work Assigned To: 31.  CCR Closed Date: 

32.  SCDV CCB Chair (Sign/Date): 
Byron V. Peters    /s/     6/29/04 

  Disposition:  Approved   App/Com.   Disapproved   Withdraw   Fwd/ESDIS ERB  

                         Fwd/ECS    
33.  EDF CCB Chair (Sign/Date):   Disposition:  Approved   App/Com.    Disapproved   Withdraw  Fwd/ESDIS ERB 

                         Fwd/ECS       

34.  ECS CCB Chair (Sign/Date): 
 
 

Disposition:   Approved   App/Com.     Disapproved   Withdraw   Fwd/ESDIS ERB 

                        Fwd/ESDIS 
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ADDITIONAL SHEET  
 
 
CCR #:  04-0335       Rev:  —  Originator:         
 
Telephone:               Office:        
 
Title of Change:        
 
 
1. Execute /etc/init.d/cvfs stop on p0sas01, p2dps01, p0acg05, p0drg01, and p0dgr04 and verify that the /datapool2 filesystem is 
unmounted on these hosts. 
 
2. Reconfigure the testbed RAID for the new stornext configuration (COTS/HW action) 
 
3. Create the following mount points on  all hosts from step #1. 
 
/datapool2/OPS/user/fs1 
/datapool2/OPS/user/fs2 
/datapool2/OPS/user/fs3 
/datapool2/TS1/user/fs1 
/datapool2/TS1/user/fs1 
/datapool2/TS1/user/fs1 
/datapool2/TS2/user/fs1 
/datapool2/TS2/user/fs1 
/datapool2/TS2/user/fs1 
/datapool3 
 
4. Create the following directories on p2dps01 for anonymous FTP: 
 
/datapool2/OPS/user/bin 
/datapool2/TS1/user/bin 
/datapool2/TS2/user/bin 
 
5. Add fstab and vfstab entries on each host with filesystem type cvfs and the following volume names: 
 
/datapool2/OPS/user/fs1:  ops_fs1 
/datapool2/OPS/user/fs2:  ops_fs2 
/datapool2/OPS/user/fs3:  ops_fs3 
/datapool2/TS1/user/fs1:  ts1_fs1 
/datapool2/TS1/user/fs1:  ts1_fs2 
/datapool2/TS1/user/fs1:  ts1_fs3 
/datapool2/TS2/user/fs1:  ts2_fs1 
/datapool2/TS2/user/fs1:  ts2_fs2 
/datapool2/TS2/user/fs1:  ts2_fs3 
/datapool3/: dp_3 
 
6. Modify the file /kernel/drv/jnic.conf on p0sas01 as follows: 
 
Change  "def_port_binding = "01xxxx"" to "def_port_binding = "0xxxxx"" 
 
Add the following entries at the end of the file: 
jnic0-target0_wwpn="200d00a0b807b72a"; 
jnic0-target1_wwpn="200400a0b80f40cc"; 
jnic0-target2_wwpn="200700a0b80c6b47"; 
jnic1-target0_wwpn="200c00a0b807b72a"; 
jnic1-target1_wwpn="200500a0b80f40cc"; 
jnic1-target2_wwpn="200600a0b80c6b47"; 
 
7. Execute the command scsiha -pr on the SGI hosts and then execute /etc/init.d/cvfs start. 
 
8. Reboot the sun hosts with the -r option to see the new disks. 
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